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1. Overview and Operation 

Overview 

This demo project introduces how to show the occurrence count and elapsed 

time of the events in Event Display object. 

This feature requires EasyBuilder Pro V5.05.01 or later. 

 

Operation 

Tap the red button in the lower-left corner, and the Occurrence and Elapsed 

Time fields will start counting. In the example below, since the event occurs for 

the first time, the Occurrence field shows 1. Tap the red button again to return 

the event to normal, and then the elapsed time will show in Event Display. As 

shown below, the elapsed time counted from the start to the recovery of the 

event is 11 seconds. 

Manually resetting Occurrence and Elapsed Time to 0 is allowed. 
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2. Setting up the Screen 

Step 1. Create an Event Log and add an event. LB-0 is used for [Read address] 

with trigger condition [ON] in this example. Use RW-0 and RW-10 for 

Occurrence and Elapsed Time read addresses respectively in 

Statistics tab. 

This example uses recipe RW address, so occurrence and elapsed 

time will be saved after the HMI restarts. 

 

Step 2. Create two Numeric objects, and respectively use RW-0 to display 

Occurrence and RW-10 to display Elapsed Time. 

Step 3. Create a Toggle Switch object, and use LB-0 to trigger an event. 

Step 4. Create an Event Display object, and select display items, including 

[Occurrence count] and [Elapsed time]. 
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